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Coast Guard, Dept. of Homeland Security § 59.10–5 

Guidelines for the Care of Power Boil-
ers (July 1, 2001) (‘‘Section VII of the 
ASME Boiler and Pressure Vessel 
Code’’), 59.01–5; 

(3) ASME Boiler and Pressure Vessel 
Code, Section VIII, Division 1, Rules 
for Construction of Pressure Vessels 
(1998 with 1999 and 2000 addenda) 
(‘‘Section VIII of the ASME Boiler and 
Pressure Vessel Code’’), 59.10–5; 59.10–10; 
and 

(4) ASME Boiler and Pressure Vessel 
Code, Section IX, Welding and Brazing 
Qualifications (1998) (‘‘Section IX of 
the ASME Boiler and Pressure Vessel 
Code’’), 59.10–5. 

[USCG–2003–16630, 73 FR 65188, Oct. 31, 2008, 
as amended by USCG–2009–0702, 74 FR 49229, 
Sept. 25, 2009; USCG–2012–0832, 77 FR 59778, 
Oct. 1, 2012; USCG 2013–0671, 78 FR 60148, 
Sept. 30, 2013] 

§ 59.01–5 Repairs, replacements, or al-
terations. 

(a) No repairs, replacements, or alter-
ations, except emergency repairs, shall 
be made to boilers, pressure vessels, 
their mountings or internal fittings, 
safety valves, piping systems, or pres-
sure appliances without prior approval 
by the Officer in Charge, Marine In-
spection. 

(b) Emergency repairs, replacements, 
or alterations shall be reported as soon 
as practicable to the Officer in Charge, 
Marine Inspection, at or nearest the 
first port where the vessel may call 
after such repairs are made. 

(c) Plan approval shall be obtained 
from the Officer in Charge, Marine In-
spection, for all alterations to systems 
in service as listed in § 56.01–10(c) of 
this subchapter and those items listed 
in paragraph (a) of this section. 

(d) Repairs, replacements, or alter-
ations to machinery or items not cov-
ered by other sections of this part shall 
be made in a manner consistent with 
the part of this subchapter containing 
the construction standards for the item 
in question. 

(e) Where applicable, manufacturers’ 
instruction books, manuals, and the 
like, and section VII of the ASME Boil-
er and Pressure Vessel Code (incor-

porated by reference; see 46 CFR 59.01– 
2) must be used for guidance. 

[CGFR 68–82, 33 FR 18887, Dec. 18, 1968, as 
amended by USCG–2003–16630, 73 FR 65189, 
Oct. 31, 2008] 

Subpart 59.10—Welding Repairs to 
Boilers and Pressure Vessels in 
Service 

§ 59.10–1 Scope. 
(a) Repairs to boilers or pressure ves-

sels in service may be performed by 
welding provided the welding meets the 
applicable requirements of part 57 of 
this subchapter. 

(b) No repairs by welding shall be 
made except temporary emergency re-
pairs without prior approval of the Of-
ficer in Charge, Marine Inspection. 
Emergency repairs shall be replaced 
with permanent repairs meeting the re-
quirements of this subchapter when the 
vessel returns to a port in which an Of-
ficer in Charge, Marine Inspection, is 
located except in the case of minor re-
pairs which in the opinion of the Offi-
cer in Charge, Marine Inspection, do 
not materially affect the safety of the 
boiler or pressure vessel. 

(c) Repair welding of power boilers, 
not meeting the requirements of sub-
part 52.05 of this subchapter, is prohib-
ited unless the stress is carried by such 
other type(s) of construction com-
plying with the requirements of this 
subchapter, and where the adequacy of 
the boiler design is not solely depend-
ent upon the strength of the welds. 

(d) Only welded repairs as specified in 
this subchapter are permitted on boil-
ers and pressure vessels. The welding 
repairs allowed by this subpart apply 
only to boilers and pressure vessels fab-
ricated of carbon steel. Welding repairs 
to boilers and pressure vessels fab-
ricated of alloy steel will be given spe-
cial consideration by the Commandant. 
Such other method of repairs by means 
of welding not covered in this sub-
chapter shall be referred to the Com-
mandant and may be authorized by 
him, if in his opinion, it meets the in-
tent of this subchapter. 

§ 59.10–5 Cracks. 
(a) Cracks extending from the calk-

ing edge of plates to the rivet holes of 
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